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Small Wheelchair Carousel

Play value
Our Small Wheelchair Carousel offers
unique merry-go-round pleasure. The
design enables children and young
people with a physical disability to bring
about the circular movement with the
help of a carer.

Fundamental characteristics
-  Unique and original
-  Highly inclusive equipment  
 that promotes exercise 
-  Incentive for playing: technical design, 

easy access
-  Movement: rotating movement, 

physical effort

Recommended for
- Kindergarten children
- School children
- Young people
- Adults
-  Supervised play areas, such as  

kindergartens, schools, after-school 
programmes or similar

-  Public play areas without supervision, 
such as playgrounds, parks or similar 

Barrier-free
- Special exercise experience
- With a carer
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Components

1 Small Wheelchair Carousel

Installation information

Surfacing requirements
as for critical fall height of ≤ 1.00 m, 
accessible with wheelchairs
(please refer to price list for more 
detailed information)

Foundations
no foundations required

Attention:
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Technical changes reserved.

Order No. 6.32500  
Small Wheelchair Carousel

Technical information

Support frame made of steel,  
hot-dip galvanised, filled with rigid  
foam from underneath for noise 
reduction

Richter Hercules type rope
Richter Hercules type rope, a combina-
tion of galvanised six-strand steel cables 
and polyester yarn, diameter > 20 mm, 
laid and glued with very good abrasion 
resistance, strong sheathing even in the 
case of damage by puncturing

Aluminium rope pressing
Aluminium rope pressing, cylindrically 
pressed, with rounded ends

Roller bearings
High-quality roller bearings made 
of chrome steel or stainless steel for 
rotating elements, easy to maintain and 
exchange, sealed

For more detailed explanation of the 
quality characteristics see price list.

Superstructure made of stainless steel, 
glass bead blasted

Handrail made of Ø 42 mm tube, 
handrail posts Ø 30 mm, with wheel 
“deflector” at the bottom

Standard colour rope: blue

Dimensions
(small deviations possible)

Height  0.90 m 
Diameter  1.75 m
Turning disc 1.25 m
Weight  250 kg

Scale 1:50

Safety check according to DIN EN 1176

Safety distance
Device dimensions

Functional distance
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